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Inside the cabinet there are no user serviceable parts. Repair of the cabinet must be
carried out only by qualified specialists.
WARNING! The cabinet must not be exposed to a rain or moisture to prevent water or other liquid
from getting inside. Do not place vessels filled with liquids such as vases on top of the cabinet.
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NON-OBSERVANCE OF THE FOLLOWING I

INSTRUCTIONS CAN LEAD TO THE AMPLIFIER ( @

OR SPEAKERS DAMAGE. IN CASE THE I (
DAMAGE OCCURS AS THE RESULT OF NON- 0 A< B
OBSERVANCE OF THESE INSTRUCTIONS THE - c 41D

WARRANTY IS VOID.
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Included:
1. Guitar cabinet 1.
2. Manual 1.
3. Specifications for included speaker 1. The jack for connection of the cabinet to the amplifier.
4. Packaging box 1.
#
5*%6 ?
The qguitar cabinet is intended for use in studio and live - ( /

performances and is classified as passive acoustic system. The
sound is generated by means of specialized guitar speakers
with the parameters optimized for use with similar devices.
Guitar cabinets of 101 series are supplied with one 10-inch
speaker; the ones of 121 series — with one 12-inch speaker.

?

For safe transportation the device is carefully packed by the
manufacturer. However, if cardboard packaging is damaged, it

is necessary to inspect the device for external damages.
*
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Speaker.

To get access to the speaker and internal elements of the
guitar cabinet it is necessary to remove the rear panel.

# The input of the guitar cabinet is intended for 6.3 mm mono
' E8 / jack.
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Number of speakers (pcs.)
Diameter (inches)

Nominal output Nom./Max (Watts)
Impedance (Ohm)

Sensitivity (dB/Watt/m)

* @ '

Dimensions NETTO (W H D) (mm).
Weight NETTO (kg)

Dimensions GROSS (W H D) (mm)
Weight GROSS (kg)

1

10

See. Specifications for included speaker
See. Specifications for included speaker
See. Specifications for included speaker

485 431 259
about 11.8

about 525 470 300
about 13.7

F

1

12

See. Specifications for included speaker
See. Specifications for included speaker
See. Specifications for included speaker

485 431 259
about 13.2

about 525 470 300
about 15.1

AMT Electronics has the right without any prior notice to bring changes in the design and exterior of the device which in no way will
worsen its consumer value. Therefore, the specifications and the exterior view of the product might differ from the ones shown in

this manual.
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